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FEATURES

• Edge-lit magic
• Ultra thin profile
• Edge-lit LED panel illuminates, providing ambient light
• Frosted diffuser provides even illumination
• Transformer located in canopy
• Color Temp: 3500K
• CRI: 90
• Dimming: 100% - 10% ELV 
• Rated Life: 84,000 hours
• Input:  120V (277V special order)

PRODUCT DESCRIPTION

Balanced and consistent lighting through a remarkable edge-lit linear 
blade just 1/2" wide. Level creates an abundance of ambient light, 
perfect for the contemporary dining room or business conference 
table. Level is suspended on two thin low profile cables without the 
need for an additional power cord, lending to a simple and minimalistic 
design. Adjustable to lengths of 120" through a push-pin locking 
mechanism at the canopy. Level features a collection of Bath & Vanity 
Wall Sconces for consistency in design throughout any project.

SPECIFICATIONS

Construction: Die cast Aluminum and White Acrylic Diffuser

Light Source: High output LED.

Finish: Brushed Aluminum (AL)

Standards: ETL & cETL damp location listed. 

LEVEL – model: PD-856

dwelLEDTM LED Linear Pendant 

ORDER NUMBER

Watt LED Lumens Delivered Lumens Finish

PD-85648 48" 35W 1620 1565
AL Brushed Aluminum

PD-85665 65" 45W 2100 2015

Example: PD-85648-AL
For 277V, add an “F” before the finish: PD-85665F-AL
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